
For more information, visit www.americanlightingdesign.com | 832.995.3424

ClaSSiC largE lED 
Wall paCk
Performance Data 
L70* Life (Hours): 
160,000+

Warranty 
5 Years

IP Rating
IP65

CRI (ra) 
>70

Operating Temperature
-22° F - 122° F

Certification 
cETL, ETL, DLC

CLWP-03-90W-UNV-30KT4-D-G
CLWP-03-120W-UNV-30KT4-G
CLWP-03-120W-480-30KT4-D-G

Ordering Information
Example: CLWP-03-90W-UNV-50KT4-D-G 
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Model Series Power Input Voltage Color Temp. Light output Efficacy Optics Dimming Mount

CLWP 03 90W UNV (100-277V) 30K (3000K)
40K (4000K)
50K (5000K)
57K (5700K)

10,234 lm
10,400 lm
10,400 lm
10,400 lm

115 lm/W
117 lm/W
117 lm/W
117 lm/W

T4 (Type 
IV)

D (Dimming)
Blank (none)

G (Glass)

120W UNV (100-277V) 30K (3000K)
40K (4000K)
50K (5000K)
57K (5700K)

14,283 lm
15,200 lm
15,200 lm
15,200 lm

123 lm/W
127 lm/W
127 lm/W
127 lm/W

120W 480 (347-480V) 30K (3000K)
40K (4000K)
50K (5000K)
57K (5700K)

13,445 lm
15,400 lm
15,400 lm
15,400 lm

105 lm/W
121 lm/W
121 lm/W
121 lm/W

*L90 & L70 values at 25* C are calculated per TM-21 based on LM-80 and in-situ luminaire testing. In accordance with IESNA TM-21-11, projected values represent interpolated value based on time 
durations that are within six times (6x) the IESNA LM-80-08 total test duration (in hours) for the device under testing ((DUT) i.e. the packaged LED chips). In accordance with IESNA TM-21-11, calculated 
values represent time durations that exceed six times (6x) the IESNA LM-80-08 total test duration (in hours) for the device under testing ((DUT) i.e. the packaged LED chips).
**Dimming not available with 120W UNV model

Features
• �Heavy duty die-cast aluminum housing with polyester

powder coated bronze finish
• �Shatter proof glass refactor
• �Internal secondary heat sink for optimal heat transfer
• �Multiple 3/4” conduit entry hubs for easy wiring and

installation
• �Efficiencies of up to 127 lm/W
• �Standard 1-10v dimming**
• �Optional wire guard and glare shield

Applications
Industrial Parks, Schools, Office Buildings, Parking Areas,
Retail Centers
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Dimensions

90W: 14.8 lb
120W: 15.6 lb

CLWP-03-90W-UNV-30KT4-D-G CLWP-03-120W-480-30KT4-D-G

Photometrics

Accessories

Manufacturer: Sigma Luminous
Luminaire catalog: CLWP-03-90W-UNV-30KT4

IES Viewer v2.99n 
A. Legotin (C) 200

0

1 000

2 000

3 000

Type CLamp=10 053.96 lm
Max=4 031.5 cd
Power=88 W
Multiplier=10.05396
Degrees=0

Point 0x0x0 mm
Manufacturer: Sigma Luminous
Luminaire: CLWP-03-120W-UNV-30KT4

IES Viewer v2.99n 
A. Legotin (C) 200
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4 000

Type CLamp=14 142.6 lm
Max=4 799.2 cd
Power=115 W
Multiplier=14.1426
Degrees=0

Point 0x0x0 mm
Manufacturer: Sigma Luminous
Luminaire catalog: CLWP-03-120W-480-30KT4

IES Viewer v2.99n 
A. Legotin (C) 200
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4 000

5 000

Type CLamp=14 831.17 lm
Max=5 341.7 cd
Power=128 W
Multiplier=14.83117
Degrees=0

Point 0x0x0 mm

CLWP-03-120W-UNV-30KT4-G

Part Number Description Image

CLWP-03-ACC-WIREG2
Wire guard for large 

Sigma wall pack

Part Number Description Image

CLWP-03-ACC-GLAREH2
Glare hood for large 

Sigma wall pack

18.3” 9.3”

9.1”


